
HEAT CONDUCTING FLUID TECHNOLOGY

CONTROL BOX

Bahia 2  
Straight design, rounded tubes 

BAHIA 2 
BATHROOM TOWEL HEATER 
Heat conducting fluid 

Simple and complete control box
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YOUR DEALER  :

109, boulevard Ney • 75018 PARIS  - FRANCE 
Tél. +33 1 53 06 27 10 • Fax : +33 1 44 75 09 15 

www.airelec.fr

Présentation
•  Tubes and rails in steel covered with epoxy polyester paint
•  Supplied with 3 wires power cord (phase + neutral + pilot wire).
•  White colour

Installation
•  Fixation through 3 adjustable holders 

Elément chauffant
• Plounging heating element

Régulation
•  Thermostat électronique.
•  Programmable  through pilot wire :

(Confort, Eco, Hors-gel, Arrêt chauffage).
•  Automatic reset thermal cut-out

Characteristics

Dimensions & references

BAHIA 2 
BATHROOM TOWEL HEATER 
Heat conducting fluid

Ratings 
(W)

Dimensions 
L x H x D* (cm)

Weight 
(kg)

Codes

BAHIA 2 - ROUNDED RAILS
500 50,0 x 91,4 x 10,0 11,2 A690671

750 50,0 x 127,4 x 10,0 15,6 A690672

1000 60,0 x 151,4 x 10,0 17,9 A690673

Control box

for even more energy savings

Heat conducting fluid
 •  The heat conducting fluid is from vegetal origin and 100% recyclable.
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 Classe II
IP44 IK08

2 YEARS GUARANTEEMono  
230 V

1 - ON/OFF heating knob with light indicator
2 - Programmable function knob 
3 - Thermostat temperature setting dial
4 - Protection cover




